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INVITATION FOR SEALED BID

BID 00-320

Description:  GOLF COURSE GROUNDS KEEPING EQUIPMENT

Department:  CITY OF TULSA

NIGP Commodity Code(s):515-00-00-000-0
Total pages including this page is 38

	Important Instruction - Read Carefully:

If you have obtained these bid specifications from either of:

           City of Tulsa's Fax-on-Demand (918-596-1171)  or

          City of Tulsa's  Website : www.cityoftulsapurchasing.org
     you must notify the buyer EARNIE SUMERALL of your intent to bid by 
     e-mail esumerall@ci.tulsa.ok.us in order to receive addenda. The buyer 
     will always acknowledge your e-mail for your records. All addenda 
     will be posted on fax-on-demand and the website.


TABLE OF CONTENTS

	Pay special attention to those pages with a reference to the following notes:

Note #1: Signature of authorized agent required

         Note #2: Signature of an authorized agent and notarized required
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Your bid response should follow the same format listed above plus any additional

format requested in the body of the bid invitation.

INVITATION FOR SEALED BIDS

TO

City of Tulsa
200 CIVIC CENTER, ROOM 109, TULSA, OKLAHOMA 74103

 Bid number and date of bid opening must appear on the lower

left outside corner of bid envelopes and all related containers.

DATE OF OPENING:      DECEMBER  14, 2000                                           BID  NUMBER: 00-320
BID MUST BE IN THE CITY CLERK'S OFFICE AT THE ABOVE ADDRESS BY 5:00 P.M. THE DAY PRECEDING THE "DATE OF OPENING" SHOWN ABOVE.

BIDS WILL BE OPENED AT 8:30 A.M. IN THE CITY COUNCIL ROOM ON THE DAY SPECIFIED UNDER "DATE OF OPENING."

PUBLISHED IN THE TULSA DAILY COMMERCE AND LEGAL NEWS: ____ NOVEMBER 15,16,17,20,21, 2000__________

Bid must be accompanied by bidder’s bond, cashier’s check or certified check in the amount of:__NOT REQUIRED
_________________________________________________________________________________________________

      PLEASE READ TERMS AND CONDITIONS ON THE NEXT PAGE BEFORE COMPLETING BID DOCUMENTS

__________________________________________________________________________________

  ***************  THE FOLLOWING SECTION MUST BE COMPLETED BY BIDDER ***************

Delivery will be made in not more than__________________ days after receipt of order.

Payment terms ___________%_____________ days.

City of Tulsa may increase quantity of order at the unit price bid for_________ __ days. (Bidder to Specify Days) I have examined the terms and specifications and the instructions to bidders herein and agree, provided I am awarded a con -tract, to provide the above described items for the sum shown in accordance with the terms and specifications stated herein. All deviations are in writing and attached hereto.

Enclosed is a [   ] BID BOND ;  [   ]CASHIER’S CHECK; [  ] Certified Check in the amount of $____________________, which I agree the City of Tulsa may retain as liquidated damages in the event of my failure to comply with the terms of this bid.

MUST BE SIGNED BY AUTHORIZED AGENT TO BE VALID

FIRM NAME _____________________________________________________________
by ___________________________________________________


STREET ________________________________________________________________
TITLE ________________________________________________


CITY STATE________________________________ZIP CODE______________PHONE NUMBER_________________________DATE_______________

GENERAL TERMS AND CONDITIONS  OF SEALED BIDS

           THESE ITEMS APPLY TO AND BECOME A PART OF THE BID.

NO EXCEPTIONS TO THESE TERMS & CONDITIONS WILL BE CONSIDERED.

1.Bids must be submitted on this form only INCLUDING A SIGNATURE OF AN
   AUTHORIZED AGENT. Each bid shall be placed in a separate envelope. Be sure envelope is 

  completely and  properly identified and sealed, showing the bid number and date in the lower left 

  hand corner. Bids must be time stamped in the office of the City Clerk by 5:00 P.M. on the day 

  before date of  opening.

2. No bidder may withdraw his proposal for a period of thirty (30) days after the date and hour set for the opening of bids.

3. All prices shall be quoted F.O.B. Tulsa, Oklahoma, and delivery to City of Tulsa location shall be without additional charge.

4. The bidder shall attach the manufacturer's name of the equipment or material to be furnished, type, model numbers, manufacturer's 

    descriptive bulletins and specifications. All guarantees and warranties should be clearly stated. This data shall be in sufficient 
    detail  to describe accurately the equipment or material to be furnished. Manufacturer's specifications, in respect to the successful 
    bidder,  shall be considered as part of his contract with the City of Tulsa.

5. The bidder shall show in the proposal both the unit prices and total amount, where required, of each item listed. In the event of 

    error or discrepancy in the mathematics, the unit prices shall prevail.

6. Any exceptions or deviations from written specifications shall be shown in writing and attached to the bid form.

7. Each bidder agrees to comply with the terms of Title 5, Chapter 1, of Tulsa, Oklahoma Charter and revised ordinances relating to

    equal employment opportunity.

       8. THE ENCLOSED FORMS REGARDING NON‑COLLUSION AND FINANCIAL INTEREST MUST BE SIGNED, NOTARIZED, 
            AND RETURNED  WITH THE BID.

9. The City of Tulsa reserves the right to reject any and all bids, to waive any technicalities in the bidding, and to award each item to

    different bidders or all items to a single bidder.

 10. All bids must be accompanied by bidders bond, cash, certified or cashier's check in the amount shown on the face of the bid form.   This amount shall be retained by the City of Tulsa as liquidated damages in the event the successful bidder (or bidders) fails to execute a contract, if required. The bidder agrees that said amount is presumed to be the damages sustained by the City due to the impracticability and extreme difficulty in fixing the actual damages. The office of the City Clerk will return the bid deposits to the unsuccessful bidders, after a contract has been awarded or all bids have been rejected.

             11. In the event cash discounts are offered by the bidder, the discount date shall begin with the date of invoice,  the date of receipt of all  

                   material covered by the purchase order, or the date of receipt by the City of Tulsa of the original copy of the purchase order with 

                   properly executed Affidavit of Claimant, whichever is the later date.

             12. Direct purchase of certain items of equipment or material by the City of Tulsa are exempt from Federal Excise Tax and Oklahoma 

                   Sales Tax. In such cases the bidder shall quote prices which do not include Federal Excise Tax and Oklahoma Sales Tax. The City 

                   of Tulsa will furnish executed exemption certificates upon presentation by the bidder at the time of purchase.

             13. Bid must show number of days required for delivery under normal conditions. Failure to state delivery time obligates bidder to complete delivery in fourteen (14) calendar days. Unrealistically short or long delivery promises may cause bid to be disregarded. Contractor must keep Purchasing Department advised at all times of status of order. Default in promised delivery or failure to meet specifications authorizes the Purchasing Agent to purchase supplies elsewhere and charge full increase of cost and handling to defaulting contractor. Consistent failure to meet delivery promises without valid reason may cause removal from bid list.

             14. Bidder agrees to defend and save City of Tulsa from and against all demands, claims, suits, costs, expenses, damages and judgments based upon infringement of any patent relating to goods specified in this order or the ordinary use or operation of such goods by City or use or operation of such goods in accordance with bidders direction.

             15. If the bid requires a written contract, the successful bidder shall execute a written contract with the City of Tulsa and return the 

                   required bonds and insurance certificates within ten (10) days after submission of contracts to said bidder by the City.

INTEREST AFFIDAVIT
STATE OF ________
}


}
ss

COUNTY OF _______
}

________________________________________, of lawful age, being first duly sworn, states that s(he) is the agent authorized by the bidder to submit the attached bid.  Affiant further states that no officer or employee of the City of Tulsa either directly or indirectly, owns a twenty-five percent (25%) interest in the bidder's business or such a percentage which constitutes a controlling interest.  Affiant further states that the following officers and/or employees of the City of Tulsa have some direct or indirect interest in the bidder's business:

By


(Signature)

(Title)

Subscribed and sworn to before me this ________day of ______________, 19_____.

                                                ________________________________

                                                                                              NOTARY PUBLIC SIGNATURE

My Commission Expires:

______________________ 

The Interest Affidavit must be completed, signed by an

authorized agent, and notarized.
  BIDDER  AFFIDAVIT ‑ TITLE 74 O.S. (1974 SUPP.)  85.22‑85.25
STATE OF ________________      COUNTY OF ____________________      

_____________________, of lawful age, being first duly sworn on oath says  

       Authorized Agent

1. (s)he is the duly authorized agent of _________________________________________, the bidder submitting 

     the competitive bid which is attached to this statement, for the purpose of certifying the facts pertaining to the

     existence of collusion among bidders and between bidders and municipal officials or employees, as well as facts 

     pertaining to the giving or offering of things of value to government personnel in return for special consideration 

     in the letting of any contract pursuant to the bid to which this statement is attached.

   2. (s)he is fully aware of the facts and circumstances surrounding the making of the bid to which this statement

      is attached and has been personally and directly involved in the proceedings leading to the submission of 

       such bid; and

  3. neither the bidder nor anyone subject to the bidder's direction or control has been a party;

a. to any collusion among bidders in restraint of freedom of competition by agreement to bid at a fixed

      price or to refrain from bidding,

b.   to any collusion with any municipal official or employee as to quantity, quality or price in the  prospective

      contract, or as to any other terms of such prospective contract, nor

c. in any discussions between bidders and any municipal official concerning exchange of money or other       thing of value for special consideration in the letting of a contract.

        ____________________________________________________________________

                                           SIGNATURE OF AUTHORIZED AGENT

____________________________________________________________________________________

 Subscribed and sworn to before me this _________day of ______________, 19______.

       _____________________________________________     __________________________

                            Signature of Notary Public                                                       MY COMMISSION EXPIRES

The Bidder Affidavit must be completed, signed by an authorized agent, and notarized.




Project No. or Description





_________________________________


Full Name of Bidder




Legal Identity


(Corporation, Partnership,
Individual, etc.)


Address




Telephone No.




FAX No.



             Taxpayer Identification Number




Contact Person




           Phone No.



                       Fax No.                                   _____________________________
                       E-mail address                       _____________________________ 

                       Webpage Address                 _____________________________
Price Sheet Summary

Vendor Name:_______________________________ Signature:________________________ Date:__________________

You will be able to obtain a copy of the Bid Summary on the City of Tulsa’s Purchase-Net Fax-on-Demand and Website shortly after bid opening.

ITEM 1

FOUR (4) OR MORE – WALK GREENSMOWERS AS PER BID SPECIFICATIONS:








$________________________EACH

MAKE AND MODEL:__________________________________________________________

OPTIONAL:

1.  LIGHT KIT (INSTALLED):


$________________________ADD EACH

2.  GROOMER-ROTATIING BRUSH:

$________________________ADD EACH

3.  TRAILER:




$________________________ADD EACH

ITEM 2

THREE (3) OR MORE – TRIPLEX RIDING GREENSMOWERS AS PER BID SPECIFICATIONS:







$________________________EACH

MAKE AND MODEL:__________________________________________________________

OPTIONAL:

1.  ONE (1) SET GROOMER REELS:

$_________________________EACH SET

2.  ONE (1) SET VERTI-CUT REELS:

$_________________________EACH SET

3.  LIGHT KIT (INSTALLED):


$_________________________ADD EACH

4.  ONE (1) SET OF SPARE TIRES & RIMS:
$_________________________ADD/SET

Price Sheet Summary

(CONTINUED)

ITEM 2  OPTIONAL (CONTINUED)

5.  FULL FRONT ROLLER KIT:


$_________________________ADD/KIT

6.  WIEHLE SECTIONAL TYPE ROLLER:
$_________________________ADD EACH

7.  REAR ROLLER SCRAPER:


$_________________________ADD EACH

8.  FOUR (4) SETS OF TOURNAMENT

     BEDKNIVES:



$_________________________ADD/(4) SETS   

ITEM 3

ONE (1) OR MORE – LARGE AREA  ROTARY MOWER AS PER BID SPECIFICATIONS:







$________________________EACH

MAKE AND MODEL:__________________________________________________________

OPTIONAL:

1.   ENCLOSED CAB WITH ROPS:

$_________________________ADD

2.    LIGHTING KIT:



$_________________________ADD

3.    MULCHER KIT:



$_________________________ADD

4.  FRONT PTO HYDRAULIC 

CONVERSION KIT:


$_________________________ADD

5.    TRACTION DRIVE TIRES:


$_________________________ADD

6.    SEGMENTED 13 INCH CASTOR TIRES:     $_________________________ADD

7. SEGE,EMTED 10.5 INCH CASTOR TIRES:  $_________________________ADD

8.    COLD START KIT:



$_________________________ADD

9. COMPLETE HYDRAULIC CONTROL, 

TWO-WAY ANGLING BROOM, 30 

DEGREE LEFT, 30 DEGREE RIGHT

OR CENTERED; BRUSH DIAMETER 

OF 32 INCHES AND LENGTH OF 96

INCHES:




$__________________________ADD

10.   FOAM FILLED 13 INCH CASTOR TIRES:   $__________________________ADD

Price Sheet Summary

(CONTINUED)
ITEM 3 OPTIONS (CONTINUED)

1.  SPARE 31 X 12.50-15, 8-PLY,

 HIGH FLOATION TURF TREAD

 TIRE WITH TUBE:



$_________________________ADD

2. SPARE 23 X 10.50-12, 6 PLY,

TUBLESS TURF TREAD TIRE:

$_________________________ADD

ITEM 4

ONE (1) OR MORE – ROTARY APRON MOWER AS PER BID SPECIFICATIONS:







$________________________EACH

MAKE AND MODEL:___________________________________________________________

OPTIONAL

1.    HEADLIGHT SET:



$_________________________ADD

2.    ARMREST SET:



$_________________________ADD

3.    FRONT SPARE TIRE:


$_________________________ADD

4.    REAR SPARE TIRE:


$________________________ADD

ITEM 5

ONE (1) OR MORE – ELECTRIC SANDTRAP RAKE AS PER BID SPECIFICATIONS:







$_________________________EACH

MAKE AND MODEL:_______________________________________________________

Price Sheet Summary

(CONTINUED)

ITEM 6

ONE (1) OR MORE – TEE BOX MOWER AS PER BID SPECIFICATIONS:






$________________________EACH

MAKE AND MODEL:__________________________________________________________

OPTIONAL:

1.  LIGHT KIT:



            $___________________________ADD

2. ONE (1) SET SPARE TIRES & RIMS:

$___ _______________________ADD

3. THREE (3) SETS BED KNIVES:

$__________________________ADD

BID 00-320

GOLF COURSE GROUNDS KEEPING EQUIPMENT

FOR THE

CITY OF TULSA

INTENT

THE INTENT OF THESE SPECIFICATIONS IS TO SET MINIMUM REQUIREMENTS, NOT TO OTHERWISE LIMIT BIDDING FOR THE SUPPLY OF_ GOLF COURSE GROUNDS KEEPING EQUIPMENT FOR THE CITY OF TULSA .

INASMUCH AS SOME DESIGNS OF EQUIPMENT VARY AMONG DIFFERENT MANUFACTURERS, THE CITY MAY ACCEPT BIDS ON EQUIPMENT WITH MINOR DEVIATIONS TO THE WRITTEN SPECIFICATIONS.  GENERALLY, A MINOR DEVIATION IS DEFINED AS A DEVIATION WHICH DOES NOT: (A) MATERIALLY AFFECT THE ABILITY OF THE PRODUCT TO ACHIEVE OR ACCOMPLISH A NECESSARY FUNCTION OR TASK IN THE MANNER REQUIRED BY THE SPECIFICATIONS; (B) COMPROMISE THE SAFETY OF THE USER THEREOF; AND, (C) PRODUCE HIGHER LATENT OR PATENT COSTS TO THE CITY IN ANY OF A MULTIPLICITY OF WAYS.  THE CITY OF TULSA SPECIFICALLY RESERVES THE RIGHT TO MAKE THE FINAL JUDGMENT CONCERNING WHAT IS OR IS NOT A MINOR DEVIATION AND TO AWARD THE BIDDER(S) WHOSE BID(S) BEST SUIT THE CITY’S NEED FOR THE PRODUCT BEING PURCHASED.

PRICING

PRICES BID SHALL BE BASED ON NEW, UNUSED, CURRENT PRODUCTION MODEL EQUIPMENT DELIVERED TO THE CITY. 

WARRANTY

THE MANUFACTURER’S WARRANTY INFORMATION IS TO BE SUPPLIED IN THE BID PACKAGE.

METHODS OF SAMPLING, INSPECTIONS & TESTS

1. AFTER BID RESULTS ARE TABULATED, THE CITY OF TULSA PURCHASING DIVISION RESERVES THE RIGHT TO REQUIRE SAMPLES OF SELECTED EQUIPMENT FOR INSPECTION AND EVALUATION.  SAMPLES MAY  BE DEMONSTRATOR MODELS WITH EQUIPMENT  SIMILAR BUT NOT NECESSARILY IDENTICAL TO THAT LISTED IN THIS SPECIFICATION.

2. UNLESS OTHERWISE SPECIFIED IN THE CONTRACT OR PURCHASE ORDER, THE SUPPLIER SHALL BE RESPONSIBLE FOR THE PERFORMANCE OF ALL INSPECTION AND TEST REQUIREMENTS NECESSARY TO INSURE COMPLIANCE WITH REQUIREMENTS FOR THIS SPECIFICATION. THIS DOES NOT PRECLUDE  SUBSEQUENT INSPECTION AND TESTIMONY BY THE CITY OF TULSA TO FURTHER DETERMINE CONFORMANCE WITH SPECIFICATION REQUIREMENTS OF QUALITY  STANDARDS OF WORKMANSHIP,  MATERIAL AND CONSTRUCTION TECHNIQUES.

PREPARATION FOR DELIVERY

PRE-DELIVERY SERVICING AND ADJUSTMENT:  PRIOR TO ACCEPTANCE BY THE CITY, THE DEALER SHALL SERVICE AND ADJUST THE EQUIPMENT FOR OPERATIONAL USE.
DELIVERY AND SPECIAL INSTRUCTIONS

THE SUCCESSFUL BIDDER(S) SHALL DELIVER THE THE EQUIPMENT AT THEIR EXPENSE, TO THE LOCATION(S) SPECIFIED BY THE CITY.  

ADDENDA AND INTERPRETATIONS

IF IT BECOMES NECESSARY TO REVISE ANY PART OF THIS BID, A WRITTEN ADDENDUM WILL BE PROVIDED TO ALL THE BIDDERS.  THE CITY OF TULSA IS NOT BOUND BY ANY ORAL REPRESENTATION, CLARIFICATIONS OR CHANGES MADE IN THE WRITTEN SPECIFICATIONS BY CITY OF TULSA EMPLOYEES UNLESS SUCH CLARIFICATION OR CHANGE IS PROVIDED TO BIDDERS IN WRITTEN ADDENDUM FORM FROM THE PURCHASING DIVISION.

ALTERING BIDS

BIDS CANNOT BE ALTERED OR AMENDED AFTER SUBMISSION DEADLINE.  ANY INTERLINEATION, ALTERATION, OR ERASURE MADE BEFORE OPENING TIME AND DATE MUST BE INITIALED BY THE SIGNER OF THE BID, GUARANTEEING AUTHENTICITY.  BIDS MUST BE SUBMITTED IN INK OR TYPEWRITTEN, PENCILING WILL NOT BE ACCEPTED.

DESCRIPTIVE LITERATURE

EACH BIDDER IS REQUIRED TO FURNISH WITH THEIR BID, CATALOG CUTS AND/OR DESCRIPTIVE LITERATURE, PROPERLY LABELED WITH THE BID NUMBER AND BIDDER’S NAME, WITH FULL ILLUSTRATIONS AND DETAILED SPECIFICATIONS FOR EACH ITEM OFFERED AS EQUAL TO THE BRAND NAME SPECIFIED.  IN ADDITION, ALL DIFFERENCES IN SPECIFICATIONS FROM THE SPECIFICATIONS STATED HEREIN MUST BE SO MARKED.  DESCRIPTIVE LITERATURE IS REQUIRED TO ESTABLISH, FOR THE PURPOSE OF BID EVALUATION AND AWARD, DETAILS OF THE PRODUCT(S) THE BIDDER PROPOSES TO FURNISH AS TO DESIGN, MATERIALS, METHOD OF MANUFACTURE, CONSTRUCTION, ASSEMBLY OR OPERATION, AS APPROPRIATE.  FAILURE TO SUBMIT THE DESCRIPTIVE LITERATURE WILL BE CAUSE FOR REJECTION OF YOUR BID.

BIDDER’S PROPOSAL COLUMN

BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2, BIDDER’S PROPOSAL COLUMN.  THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID SUCH AS, SIZES, CAPACITIES, DIMENSIONS, ETC.  MARKINGS SUCH AS CHECKS  AND BLANK SPACES WILL BE CONSIDERED AS NON-RESPONSIVE AND REASON FOR REJECTION.  THE WORD COMPLY WILL BE INTERPRETED AS MEANING THE SAME AS SPECIFIED. FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

EMPLOYMENT DISCRIMINATION BY CONTRACTOR PROHIBITED

A. DURING THE PERFORMANCE OF THIS CONTRACT, THE CONTRACTOR AGREES AS FOLLOWS:

(1) THE CONTRACTOR WILL NOT DISCRIMINATE AGAINST ANY EMPLOYEE OR APPLICANT FOR EMPLOYMENT BECAUSE OF RACE, RELIGION, COLOR, SEX OR NATIONAL ORIGIN, EXCEPT WHERE RELIGION, SEX OR NATIONAL ORIGIN IS A BONA FIDE OCCUPATIONAL QUALIFICATION REASONABLY NECESSARY TO THE NORMAL OPERATION OF THE CONTRACTOR.  THE CONTRACTOR AGREES TO POST IN CONSPICUOUS PLACES, AVAILABLE TO EMPLOYEES AND APPLICANTS FOR EMPLOYMENT, NOTICES SETTING FORTH THE PROVISION OF THIS NON-DISCRIMINATION CLAUSE.

(2) THE CONTRACTOR, IN ALL SOLICITATIONS OR ADVERTISEMENTS FOR EMPLOYMENT PLACED BY OR ON BEHALF OF THE CONTRACTOR, WILL STATE THAT SUCH CONTRACTOR IS AN EQUAL OPPORTUNITY EMPLOYER.

(3) NOTICES, ADVERTISEMENTS AND SOLICITATIONS PLACED IN ACCORDANCE WITH FEDERAL LAW, RULE OR REGULATION SHALL BE DEEMED SUFFICIENT FOR THE PURPOSE OF MEETING THE REQUIREMENTS OF THIS SECTION.

B. THE CONTRACTOR WILL INCLUDE THE PROVISION OF THE FOREGOING PARAGRAPHS OF THIS SECTION IN EVERY SUBCONTRACT OR PURCHASE ORDER OF OVER $10,000, SO THAT THE PROVISIONS WILL BE BINDING UPON EACH SUBCONTRACTOR OR VENDOR.

MANUALS

THE SUCCESSFUL BIDDER SHALL SUPPY TWO (2) COMPLETE SETS OF OPERATOR’S, PARTS AND MAINTENANCE MANUALS AT NO ADDITIONAL COST TO THE CITY.  BIDDER SHALL SUPPLY A VIDEO FOR OPERATOR TRAINING ON EACH TYPE OF UNIT PURCHASED.

TRAINING

THE SUCCESSFUL BIDDER SHALL PROVIDE A MINIMUM OF EIGHT (8) HOURS TRAINING AND INSTRUCTIONS TO CITY OF TULSA PERSONNEL ON PROPER OPERATION AND ROUTINE MAINTENANCE OF THE EQUIPMENT.  TRAINING SHALL BE PERFORMED AT A CITY OF TULSA FACILITY UPON DELIVERY OF EQUIPMENT.

AWARD OF BID

THE BID SHALL BE AWARDED TO THE FIRM WHOSE PROPOSAL IS RESPONSIVE TO THE BID AND IS MOST ADVANTAGEOUS TO THE CITY, CONSIDERING THE FACTORS IDENTIFIED IN THE BID AND SECTION 406E OF TITLE 6, THE PURCHASING ORDINANCE SET FORTH BELOW:

E. AWARD OF CONTRACT.

1. AUTHORITY OF MAYOR. THE MAYOR SHALL HAVE THE AUTHORITY TO AWARD CONTRACTS WITHIN THE PURVIEW OF THIS CHAPTER.

2. LOWEST SECURE BIDDER.  CONTRACTS SHALL BE AWARDED TO THE LOWEST SECURE BIDDER MEETING SPECIFICATIONS.  IN DETERMINING “LOWEST SECURE BIDDER”, IN ADDITION TO PRICE, THE FOLLOWING FACTORS SHALL BE CONSIDERED:

A. THE ABILITY, CAPACITY AND SKILL OF THE BIDDER TO PERFORM THE CONTRACT OR PROVIDE THE SERVICE REQUIRED;

B. WHETHER THE BIDDER CAN PERFORM THE CONTRACT OR PROVIDE THE SERVICE PROMPTLY OR WITHIN THE TIME SPECIFIED, WITHOUT DELAY OR INTERFERENCE;

AWARD OF BID (CONTINUED)

C. THE CHARACTER, INTEGRITY, REPUTATION, JUDGMENT, EXPERIENCE AND EFFICIENCY OF THE BIDDER;

D. THE 
QUALITY OF PERFORMANCE OF PREVIOUS CONTRACTS OR SERVICES;

E. THE PREVIOUS AND EXISTING COMPLIANCE BY THE BIDDER WITH LAWS AND ORDINANCES RELATING TO THE CONTRACT OR SERVICE;

F. THE SUFFICIENCY OF THE FINANCIAL RESOURCES AND ABILITY OF THE BIDDER TO PERFORM THE CONTRACT OR PROVIDE THE SERVICE;

G. THE QUALITY, AVAILABILITY AND ADAPTABILITY OF THE SUPPLIES OR CONTRACTUAL SERVICES TO THE PARTICULAR USE REQUIRED;

H. THE ABILITY OF THE BIDDER TO PROVIDE FUTURE MAINTENANCE AND SERVICE FOR THE USE OF THE SUBJECT OF THE CONTRACT, AND;

I. WHERE AN EARLIER DELIVERY DATE  WOULD BE OF GREAT BENEFIT TO THE REQUISITIONING AGENCY, THE DATE AND TERMS OF DELIVERY MAY BE CONSIDERED IN THE BID AWARD, AND;

J. THE NUMBER AND SCOPE OF CONDITIONS ATTACHED TO THE BID.

K. IF A POINT SYSTEM HAS BEEN UTILIZED IN THE BID SPECIFICATIONS, THE NUMBER OF POINTS EARNED BY THE BIDDER.

NOTE: THE EQUIPMENT PURCHASED WILL BE UTILIZED TO HELP MAINTAIN THE FIRST TEE PROGRAM.

BID  DOCUMENTS

BIDDER SHALL RETURN ALL BID DOCUMENTS (38 PAGES) INTACT EXACTLY AS FURNISHED IN IT’S ORIGINAL FORM. ALL BID DOCUMENTS REQUIRING SIGNATURE MUST BE SIGNED BY AN AUTHORIZED AGENT OF THE COMPANY BIDDING.PRINTING YOUR NAME IN LIEU OF SIGNATURE WILL NOT BE ALLOWED.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

ITEM 1

WALK GREENS MOWER

BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

           SECTION 1                                                                                                                             SECTION 2

              ITEM                                     SPECIFICATIONS ( MINIMUM )                                 BIDDER’S PROP0SAL

	GENERAL DESCRIPTION
	WALK BEHIND TYPE GREENS MOWER, TORO GREENSMASTER 1000 OR EQUAL.
	MAKE:_______________________________

MODEL:_____________________________



	ENGINE
	1. AIR COOLED, OHV., GASOLINE POWERED.

2. 4  CYCLE

3. 3.7 H.P.

4. 7.57 CUBIC INCH DISPLACEMENT.

5. CAST IRON SLEEVED CYLINDERS.

6. OUTPUT SHAFT SPEED: 1800 RPM

7. ELECTONIC IGNITION.

8. 83 dB  AT OPERATOR’S EAR.
	1.___________________________________

   ___________________________________

2.___________________________________

3.___________________________________

4.___________________________________

5.___________________________________

6.___________________________________

7.___________________________________

8.___________________________________

MAKE OF ENGINE:____________________

MODEL NO.:__________________________



	TRACTION AND IMPLEMENT DRIVE
	1. ENGINE TO COUNTERSHAFT DRIVE: TWO   

    “A” SECTION V-BELTS.  

2.  TIMING BELTS FROM COUNTERSHAFT TO 

      COUNTERSHAFT TO DIFFERENTIAL, 

      DRIVE DRUM AND REEL. 
	1._______________________________________________________________________

2.___________________________________________________________________________________________________________



	MOWING SPEED
	1. 1.3 MPH TO 3.5 MPH.
	1.___________________________________



	TRANSPORT SPEED
	1. 5.3 MPH (MAXIMUM)
	1.___________________________________



	CLUTCHES
	1. TRACTION: INSIDE BELT IDLER.

2. REEL:  JAW TYPE.
	1.___________________________________

2.___________________________________



	TRACTION DRUM
	1. DUAL CAST ALUMINUM, 7.5” DIAMETER.
	1.___________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.

FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

           SECTION 1                                                                                                                           SECTION 2

      ITEM                                     SPECIFICATIONS ( MINIMUM )                                              BIDDER’S PROP0SAL

	CONTROLS
	1. ENGINE MOUNTED: ON/OFF SWITCH, 

           RECOIL STARTER, CHOKE,.

      2.  HANDLE MOUNTED: THROTTLE  

    LEVER, TRACTION ENGAGE LEVER,    

    SERVICE/PARK BRAKE LEVER.

3. FRAME MOUNTED: REEL DRIVE  

    ENGAGE LEVER.

4. SAFETY DEVICES: NEUTRAL   

    INTERLOCK SYSTEM, 

    SERVICING/PARK BRAKE, ENCLOSED  

    DRIVE SYSTEM.

5. OPERATOR’S PRESENCE BAIL. 
	1._______________________________________________________________________

2.___________________________________________________________________________________________________________

3._______________________________________________________________________

4._______________________________________________________________________________________________________________________________________________

5.___________________________________



	HANDLE
	1. LOOP STYLE; 1” DIAMETER WITH 

            EASY PULL PIN HEIGHT 

            ADJUSTEMENT, OPERATOR  

            SELECTED.
	1._______________________________________________________________________________________________________________________________________________



	TRANSPORT TIRES/ KICKSTAND
	1. TWO (2) DETACHABLE PNEUMATIC 

TIRES; 3.00/3.25 X 6.3.25” TREAD WIDTH.

       2.   KICKSTAND AND WHEELS.
	1.___________________________________________________________________________________________________________

2.___________________________________



	REEL CONSTRUCTION
	1. 5” DIAMETER, 11 CARBON STEEL 

BLADES WELDED TO 5 STAMPED STEEL SPIDERS.
	1.___________________________________________________________________________________________________________



	WIDTH OF CUT
	        1.  21 INCHES
	1.___________________________________



	HEIGHT OF CUT
	        1.  5/64” TO 1”
	1.___________________________________



	CLIP FREQUENCY
	1. STANDARD: .16”

2. WITH CLIP KIT:  .25”
	1.___________________________________

2.___________________________________



	BEDKNIFE/BEDBAR
	1. DUAL SCREW “CLICK” ADJUSTEMENT TO REEL.

2. BEDKNIFE: HIGH CARBON AUSTEMPERED STEEL.

3. TOURNAMENT BEDKNIFE TO BE INCLUDED.
	1._______________________________________________________________________

2._______________________________________________________________________

3._______________________________________________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.
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	GRASS BASKET
	1. MOLDED POLYETHYLENE, BAFFLED 

               AND  BAFFLED AND VENTED FOR 

               HIGH EFFECIENCY COLLECTION.
	1.___________________________________________________________________________________________________________



	FRONT ROLLER
	1. ALUMINUM WIEHLE ROLL, 2” 

      DIAMETER.
	1.___________________________________

____________________________________



	DRY WEIGHT
	         1.   208 LBS.
	1.__________________________________



	CERTIFICATION
	1. CERTIFIED TO MEET ANSI 

SPECIFICATIONS B71.4-1990 OR LATEST REVISION THEREOF.
	1.___________________________________________________________________________________________________________



	WARRANTY
	          1.   TWO (2) YEAR LIMITED WARRANTY.
	1.___________________________________



	OPTIONAL
	1. LIGHT KIT. (INSTALLED)

2. GROOMER – ROTATING BRUSH

3. MOWER COMPATIBLE TRAILER AS FOLLOWS:

(A) TIRES: 4.1” X 4”, PNEUMATIC.

(B) FRAME: .083” WALL 2” X 2” STEEL.

(C) WHEEL BEARINGS: SEALED PRECISION BALL BEARINGS.

(D) HARDWARE: STAINLESS STEEL, NYLON LOCK NUTS

(E) FINISH: POLY POWDER CORE.

(F) WEIGHT: 65 LBS.
	1.___________________________________

2.___________________________________

3.___________________________________

____________________________________

(A)__________________________________

(B)______________________________________________________________________

( C)_________________________________

____________________________________

(D)______________________________________________________________________

(E)__________________________________

(F)__________________________________




ITEM 2

TRIPLEX RIDING GREENSMOWER

BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.
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	EQUIPMENT GENERAL DESCRIPTION
	TRIPLEX  RIDING TYPE GREENSMOWER
	MAKE______________________________

MODEL:____________________________



	ENGINE
	1. HORSEPOWER 

    RATING: 16            AT     3600 RPMS.

2. GASOLINE POWERED.

3. AIR COOLED.

4. 4 CYCLE, VANGUARD V-TWIN CYLINDER.

5. 29 CUBIC INCH DISPLACEMENT.

6. CAST IRON CYLINDER SLEEVES.

7.  FULL FLOW OIL FILTER.

8.  HEAVY DUTY DUAL ELEMENT AIR  

     CLEANER   WITH REPLACEABLE  

     ELEMENT.


	1.HORSEPOWER

   RATING:__________AT________RPMS

2. __________________________________

3.__________________________________

4.__________________________________

5.__________________________________

6.__________________________________

7.__________________________________

8.______________________________________________________________________

____________________________________

 MAKE OF ENGINE:__________________

MODEL NO._________________________



	FUEL CAPACITY
	7 GALLONS
	FUEL CAPACITY:___________________



	TRACTION DRIVE
	1. HYDRAULIC WITH VARIBLE 

       SPEED CONTROL.

2. UNIT MUST GO FROM FORWARD TO REVERSE WITHOUT SHIFTING GEARS.

3. HYDRAULIC GEAR PUMP.
	1.______________________________________________________________________

2.______________________________________________________________________

3.__________________________________



	GROUND SPEED
	1. FORWARD MOWING 

SPEED: VARIABLE 0 TO 3.7 MPH.

2. TRANSPORT SPEED: MAX . 8.1 MPH

3.    REVERSE SPEED: 1.9 MPH.  
	1. FORWARD MOWING 

SPEED:__________________MPH.

2. TRANSPORT SPEED:________MPH

3. REVERSE SPEED:___________MPH



	TURF COMPACTION
	10 PSI  AVERAGE AT RECOMMENDED MINIMUM TIRE PRESSURE, WITH A 200 LB. OPERATOR AND CUTTING UNITS DOWN.


	________________________________________________________________________________________________________________________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.
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	HYDRAULIC OIL CAPACITY
	1. 4.5 GALLONS CAPACITY WITH 

       AUTOMATIC LEAK DETECTION..

2. 10 MICRON REPLACEABLE  

       CARTRIDGE  FILTER.

3. FULL FLOW FILTRATION OF REEL CIRCUIT.
	1.______________________________________________________________________2.______________________________________________________________________3.__________________________________

____________________________________

	MAIN FRAME


	WELDED STEEL TUBE CONSTRUCTION IN AN “A” FRAME CONFIGUREATION. TRICYCLE TYPE VEHICLE WITH TWO FRONT WHEELS, REAR WHEEL STEERING.

TWO CUTTING UNITS UP FRONT WITH CENTER CUTTING UNIT BENEATH THE OPERATOR.
	____________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________



	CUTTING UNIT DRIVE
	HYDRAULIC DRIVE; ONE GEAR PUMP SECTION POWERS THREE REEL MOTORS IN SERIES.

.
	____________________________________________________________________________________________________________



	CUTTING UNIT SUSPENSION


	COMPLETELY FREE FLOATING, EACH ATTACHED TO THE TRACTOR BY A SINGLE LOW PULL POINT AND LIFTED BY A CENTERED LIFT ARM. BASKETS ARE SUPPORTED BY A 

CARRIER FRAMES THAT ARC SUSPENDED BY THE TRACTION UNIT.

CUTTING UNIT FLOATATION IS UNAFFECTED BY BASKET CONTENT.
	________________________________________________________________________________________________________________________________________________

___________________________________________________________________________________________________________

________________________________________________________________________________________________________________________________________________



	BRAKES
	6” DRUM TYPE MECHANICAL WITH LOCKEDTYPE PARKING BRAKE.
	________________________________________________________________________



	STEERING
	POWER STEERING – ADJUSTIBLE ROUND STEERING WHEEL OR SIMILAR.
	________________________________________________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.
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	CONTROLS AND GAUGES
	1. HAND OPERATED CHOKE, 

       THROTTLE AND GEAR 

       SELECTION.

2. FOOT OPERATED TRACTION 

       DRIVE, AND MOW/LIFT PEDAL 

       FOR STOPPING OF IMPLEMENTS.

3. HOURMETER

4. AMMETER

5. OIL SYSTEM MONITOR TO DETECT OIL SYSTEM LEAKS.
	1.__________________________________________________________________________________________________________2.__________________________________________________________________________________________________________3.__________________________________4.__________________________________5.______________________________________________________________________



	SEAT
	ADJUSTABLE CONTOUR SEAT WITH HIGH BACKREST AND ARM RESTS.
	

	CUTTING UNIT


	1. HEIGHT OF CUT- ADJUSTABLE  

1/8” TO ¾”.

2. THREE (3) REELS  5” 

DIAMETER X 21” LONG. 

HIGH BARON STEEL BLADES, HEAT TREATED TO RC 42-48 HARDNESS.

3. FRONT ROLLER: MICROMETER 

       HAND ADJUSTMENT.

4. REAR ROLLER SPA CUTTING 

       UNITS: 4 FIXED HOLE  

       POSITIONS.

5. BEDKNIFE – REPLACEABLE SINGLE EDGED, HIGH CARBON STEEL BEDKNIFE AUSTEMPERED RC48-55.

6. BEDKNIFE ADJUSTMENT – SINGLE POINT ADJUSTMENT WITH RUBBER BUSHINGS AS PIVOTS AND A CENTERED LEVER ARM TO REGULATE KNIFE TO REEL CONTACT.

7. FRONT & REAR ROLLERS- STANDARD  2” DIAMETER. 


	1.______________________________________________________________________

2.______________________________________________________________________________________________________________________________________________

3.______________________________________________________________________4.__________________________________________________________________________________________________________

5.__________________________________

____________________________________________________________________________________________________________6.______________________________________________________________________________________________________________________________________________7.______________________________________________________________________



	OVERALL WEIGHT AND DIMENSIONS


	1. WIDTH OF CUT:  59 INCHES.

2. WHEELBASE:    46  INCHES.

3. LENGTH:   90  INCHES.

4. HEIGHT:  48  INCHES.

5. WET WEIGHT W/O REELS:  1071 LBS.
	1.__________________________________

2.__________________________________

3.__________________________________

4.__________________________________

5.__________________________________



	CERTIFICATION
	UNIT SHALL MEET ANSI SPECIFICATION B71.4-1990 OR LATEST REVISION THEREOF.
	________________________________________________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.
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	OPTIONAL 
	THE FOLLOWING ADDITIONAL ITEMS ARE TO BE INCLUDEDAS OPTIONS:

1. ONE (1) SET OF GROOMER REELS.

2. ONE (1) SET OF VETI-CUT REELS.

3. LIGHT KIT INSTALLED.

4. ONE (1) EXTRA SET OF TIRES AND RIMS.

5. FULL FRONT ROLLER KIT (3).

6. WIEHLE SECTIONAL TYPE ROLLER (1).

7. REAR ROLLER SCRAPER KIT (3).

8. FOUR (4) SETS OF TOURNAMENT BEDKNIVES.
	________________________________________________________________________

1.__________________________________2.__________________________________

3.__________________________________

4.______________________________________________________________________

5.__________________________________

6.__________________________________

7.__________________________________

8.______________________________________________________________________




ITEM 3

LARGE AREA ROTARY MOWER

BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.
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	GENERAL DESCRIPTION
	CURRENT PRODUCTION MODEL SELF-PROPELLED ROTARY TRIFLEX  WING-TYPE MOWER DESIGNED FOR HEAVY-DUTY CUTTING OF PARKS, GOLF COURSE ROUGHS AND INDUSTRIAL GROUNDS..
	MAKE:________________________________

MODEL:_______________________________

	ENGINE
	1. FUEL:    DIESEL   

2. HORSE POWER: 80   AT  ENGINE GOVERNED SPEED.

3. DISPLACEMENT:  180  CUBIC INCH.

4. AIR FILTER:  DUAL ELEMENT TYPE, WITH RESTRICTION INDICATOR.
5. OIL FILTER: FULL FLOW, REPLACEABLE ELEMENT.

6. WATER SEPARATOR: TO BE INCLUDED.

7. EXHAUST SYSTEM: MANUFACTURER’S STANDARD WITH SPARK ARRESTOR.  VERTICAL MUFFLER  SHALL BE EQUIPPED WITH RAIN CAP.

8. SHUT-DOWN SWITCHES FOR THE FOLLOWING:

(A) LOW OIL PRESSURE

(B) COOLANT TEMPERATURE

(C) TRANSMISSION TEMPERTURE.

9. COOLING SYSTEM: HEAVY-DUTY 

RADIATOR  WITH  ANTI-FREEZE PROTECTION TO MINUS 30 DEGREES FAHRENHEIT.
	1. FUEL:_______________________________

2. HORSE POWER:_______AT ____________

     R.P.M.

3. DISPLACEMENT:______________CU. INCH

4. AIR FILTER:_________________________

______________________________________

5. OIL FILTER:__________________________

______________________________________

6. WATER SEPARATOR:_________________

______________________________________

7. EXHAUST SYSTEM:___________________

________________________________________________________________________________________________________________________________________________________

8. SHUT DOWN SWITCHES:______________

(A)__________________________________

(B)____________________________________

(C)____________________________________

9. COOLING SYSTEM:___________________

__________________________________________________________________________________________________________________



	ELECTRICAL SYSTEM


	1. 12 VOLT SYSTEM

2. ALTERNATOR: LARGEST CAPACITY AVAILABLE FROM THE MANUFACTURER.
3. BATTERY(S):  LARGEST  C.C.A. CAPACITY AVAILABLE FROM THE MANUFACTURER.

4. DASH MOUNTED KEY SWITCH

.
	1._______________________VOLT SYSTEM.

2. ALTERNATOR:_________________AMPS.

3. BATTERY(S):____________________C.C.A

.

4. KEY SWITCH:________________________
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	TRACTION SYSTEM


	1. HYDROSTATIC CLOSED LOOP SYSTEM CONSISTING OF SUNSTRAND MODEL M46 OR EQUAL HYDROSTATIC PUMP AND TWO 

      SPEED MOTORS, AND AUBURN  

      MODEL 6 OR EQUAL INDUSTRIAL 

       PLANETARY GEAR REDUCTION AT  

       THE DRIVE WHEELS. SYSTEM  

       RELIEFS OF 5000 PSI AND BYPASS  

       VALVE FOR TOWING.
2. PLANETARIES ARE RATED FOR A RADIAL LOAD OF 10,000 LBS. AND OUTPUT TORQUE OF 50,000 LB-IN.
3. SYSTEM FLOW:  28 GPM.

	1. TRACTION SYSTEM:__________________ __________________________________________________________________________________________________________________

____________________________________________________________________________

________________________________________________________________________________________________________________________________________________________

2. ____________________________________

____________________________________________________________________________

3. SYSTEM FLOW:__________________GPM.

	STEERING
	1. FULL HYDRAULIC POWER STEERING WITH TILT STEERING WHEEL.
	1. STEERING:__________________________

____________________________________________________________________________



	BRAKES
	1. SERVICE BRAKES: HYDRAULIC

MANUFACTURERS STANDARD HEAVY-DUTY.

2. PARKING BRAKE:MANUFACTURER’S 

STANDARD.
	1. SERVICE BRAKES:____________________

____________________________________________________________________________

2. PARKING BRAKE:____________________

______________________________________



	WHEELS AND TIRES
	1. WHEELS:  DEMOUNTABLE DROP

CENTER RIMS.

2. FRONT TIRES:  31 X 12.50-15, 8-PLY 

HIGH FLOATATION TURF TREAD WITH TUBES.

3. REAR TIRES:  23 X 10.50-12, 6-PLY

TUBELESS TURF TREAD.
	1.  WHEELS:__________________________

______________________________________

2.  FRONT TIRES:_______________________

____________________________________________________________________________

3. REAR TIRES:_______________________

______________________________________



	CUTTING SYSTEM  DRIVE
	1. HYDRAULIC DRIVE TO ALL POWER 

ATTACHMENTS PROVIDED BY TRIPLEX PUMP (BARNES MODEL G2020 OR EQUAL. THREE (3)  20 GPM, 3000 PSI INDEPENDENTLY CONTROLLED  HYDRAULIC CIRCUITS WITH AUTOMATIC OVERLOAD PROTECTION. 
	CUTTING SYSTEM DRIVE:_______________

____________________________________________________________________________________________________________________________________________________________________________________________________________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.
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	INSTRUMENTATION
	FULLY ILLUMINATED GAUGES FOR THE FOLLOWING:

(A    FUEL
(B)  ENGINE WATER TEMPERATURE.

(C)  HYDRAULIC FLUID TEMPERATURE.

(D) ENGINE OIL PRESSURE.

(E) TACHOMETER.

(F) HOUR METER.

AUDIBLE WARNING ALARMS AND LIGHTS ARE TO BE PROVIDED FOR THE FOLLOWING:

(A) ENGINE OIL PRESSURE.

(B) HYDRAULIC  FLUID TEMPERATURE.

(C) ENGINE WATER TEMPERATURE.


	GAUGE PACKAGE AS FOLLOWS:

(A) FUEL:______________________________

(B) ENGINE WATER TEMP:.______________

(C) HYD. FLUID TEMP:.__________________

(D) ENGINE OIL PRESSURE:______________

(E) TACHOMETER:______________________

(F) HOUR METER:______________________

AUDIBLE WARNING ALARMS AND LIGHTS AS FOLLOWS:

(A) ENGINE OIL PRESSURE:______________

(B) HYD. FLUID TEMP.:__________________

(C) ENGINE WATER TEMP.:______________



	CONTROLS
	1. THE MANUFACTURER’S STANDARD

CONTROLS.
	1. CONTROLS: (SPECIFY)________________

______________________________________



	HYDRAULIC SYSTEM
	1. THE HYDRAULIC SYSTEM SHALL BE 

AS REQUIRED BY THE MANUFACTURER TO ADEQUATELY OPERATE ALL EQUIPMENT AS DESIGNED IN AN EFFICIENT AND SAFE MANNER.

2. HYDRAULIC FILTER:  FULL FLOW, 5-MICRON  SPIN-ON TYPE WITH REPLACEABLE ELEMENT.

3. HYDRAULIC RESERVOIR:  THE 

LARGEST AVAILABLE FROM THE MANUFACTURER COMPLETE WITH INDICATOR SIGHT GLASS AND ANALOG OIL TEMPERATURE GAUGE AND AUDIBLE WARNING SYSTEM WITH LIGHT MOUNTED ON DASH CONSOLE.
	1._________________________________________________________________________________________________________________

__________________________________________________________________________________________________________________

2. HYDRAULIC FILTER:_________________

___________________________________________________________________________

3. HYDRAULIC RESERVOIR:

CAPACITY:____________________GALLONS

____________________________________________________________________________________________________________________________________________________________________________________________________________________________________
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	INTERLOCK SYSTEM

INTERLOCK SYSTEM

(CONTINUED)
	1. A  SAFETY INTERLOCK SYSTEM  

        SHALL  BE PROVIDED TO PREVENT  

        ENGINE FROM STARTING IF 

       TRACTION PEDAL IS OUT OF 

       NEUTRAL  OR IF OPERATOR  

       LEAVES SEAT OR IF PARKING 

       BRAKE IS ON  WITH TRACTION  

       PEDAL OUT OF NEUTRAL.

       PREVENTS ENGAGING OF PTO IF  

       OPERATOR  OUT OF SEAT, ENGINE 

       OFF OR ALL DECKS RAISED. 

       PREVENTS ENGAGEMENT OF HIGH 

     RANGE GROUND SPEED MODEL IF A   

     CUTTING UNIT IS LOWERED OR  

     ENGINE IS OFF.
	1. INTERLOCK SYSTEM:________________

________________________________________________________________________________________________________________________________________________________

__________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________

__________________________________________________________________________________________________________________



	FRONT CUTTING DECK ATTACHMENT
	1. TYPE: WIDTH OF CUT:  92 INCHES

WITH FIVE (5) SPINDLE, FRONT MOUNTED ROTARY CUTTING UNITS. OUTSIDE SPINDLE ON EACH SIDE  OF CUTTING UNIT WILL FLEX UP TO 15 DEGREES FOR GROUND FOLLOWING CAPABILITIES.

2. DISCHARGE: REAR

3. TRIMMING ABILITY: EIGHT INCH (8”) OFFSET FROM  OUTSIDE OF TRACTION TIRE.
4. CUTTING HEIGHT:  1” – 5” AT ½” 

INTERVALS.

5. BELT IDLERS:  SELF TENSIONING, 

       PERMANENTLY LUBRICATED  

       STEEL IDLERS.
	1. TYPE & WIDTH OF CUT:______________

____________________________________________________________________________________________________________________________________________________________________________________________________________________________________

2. DISCHARGE:_________________________

3. TRIMMING ABILITY:__________________

____________________________________________________________________________

4. CUTTING HEIGHT:____________________

______________________________________5. BELT IDLERS:________________________

____________________________________________________________________________
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	CUTTING UNIT DRIVE
	1. HIGH EFFICIENCY PRESSURE 

        BALANCED HYDRAULIC GEAR 

        MOTOR, 4000 PSI  RATED   

        CAPACITY.

2. CUTTING SPINDLES BELT DRIVEN.

3. SPINDLE SHAFTS MOUNTED IN GREASEABLE ROLLER BEARINGS HOUSINGS.
	1. ___________________________________

__________________________________________________________________________________________________________________

2._____________________________________

3._____________________________________

____________________________________________________________________________



	CASTOR WHEELS
	1. TWO (2) 13  X 5.00 HEAVY-DUTY 

       SEMI-PNEUMATIC FRONT CASTOR 

       WHEELS AND TWO (2)  10.50 X 3.50 

       HEAVY-DUTY SEMI-PNEUMATIC  

       REAR CASTOR WHEELS. 
	1.___________________________________________________________________________

__________________________________________________________________________________________________________________



	OUTBOARD CUTTING UNITS
	1. WIDTH OF CUT:   57 INCHES.

2. MOUNT: SIDE MOUNT, FRONT OF OPERATOR.

3. SPINDLES: THREE (3) .

4. DISCHARGE: REAR.

5. FLOATATION: CUTTING UNITS ATTACH TO ARM WITH RUBBER MOUNT DESIGN TO ABSORB SHOCK, VIBRATION AND INCREASE FLOATION.

6. BREAKAWAY ARMS: ADJUSTABLE SPRING LOADED BREAKAWAY ARMS RELEASE AND ROTATE OUTBOARD CUTTING UNIT UPON ACCIDENTAL IMPACT. RESETS AUTOMATICALLY WHEN CUTTING UNIT IS RAISED.  CAM LOCK LINKS SECURE OUTBOARD CUTTING UNITS IN TRANSPORTATION POSITION.

7. HEIGHT OF CUT ADJUSTMENT: ADJUSTABLE IN ½” INCREMENTS.
	1. WIDTH OF CUT:______________________

2. MOUNT:____________________________

______________________________________

3. SPINDLES:___________________________

4. DISCHARGE:_________________________

5. FLOATATION:________________________

________________________________________________________________________________________________________________________________________________________

6. BREAKAWAY ARMS:__________________

______________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________

7. HEIGHT OF CUT ADJUSTMENT:_________

______________________________________
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	CUTTING UNIT DRIVE FOR OUTBOARD UNITS
	1.  HIGH EFFICIENCY PRESSURE 

        BALANCED HYDRAULIC GEAR 

        MOTOR, 4000 PSI  RATED   

        CAPACITY.

2. CUTTING SPINDLES BELT DRIVEN.

3. SPINDLE SHAFTS MOUNTED IN GREASEABLE ROLLER BEARINGS HOUSINGS.
	1._____________________________________

__________________________________________________________________________________________________________________

2._____________________________________

3._____________________________________

____________________________________________________________________________



	CASTOR WHEELS FOR OUTBOARD UNIT
	1. FOUR (4) 10 X 3.50 HEAVY-DUTY 

       SEMI-PNEUMATIC CASTOR 

       WHEELS.
	1._____________________________________

____________________________________________________________________________



	SEAT
	1. FULL FOAM FILLED, HEAVY-DUTY 

VINYL COVERED WITH ARMRESTS, BACKREST, AND ADJUSTABLE FORE AND AFT WITH SEAT BELTS.
	SEAT:___________________________________________________________________________________________________________________________________________________



	SAFETY 
	THE FOLLOWING SAFETY ITEMS ARE TO BE INCLUDED:

1. ANSI & OSHA APPROVED ROLL

OVER PROTECTION SYSTEM (ROPS) WITH CANOPY.

2. SMV EMBLEM.

3. FLASHING HAZARD LIGHTS.
	1. ROPS_______________________________

____________________________________________________________________________

2. SMV EMBLEM:______________________

3. FLASING HAZARD LIGHTS:___________



	OVERALL WEIGHT AND DIMENSIONS
	1. TRANSPORT WIDTH: APPROXIMATELY 7 FT.  11 INCHES. 

2. TRANSPORT HEIGHT:  APPROXIMATELY 7 FT. 7 INCHES.

3. MOWING WIDTH:  16 FT. 

4. .OVERALL LENGTH: 14 FT.

5. TOTAL WEIGHT: 6500 LBS.
	1. TRANSPORT WIDTH:__________________

______________________________________

2. TRANSPORT HEIGHT:_________________

______________________________________

3. MOWING WIDTH:____________________

4. OVERALL LENGTH:__________________

5. TOTAL WEIGHT:______________________



	MOWING RATE / WIDTH
	1. 14.5 ACRES/HR. AT 7.5 MPH WITH 

        USE OF ALL CUTTING UNITS.

2. TOTAL CUTTING WIDTH:  192 

        INCHES.
	1. ___________ACRES/HR. AT________MPH

______________________________________

2. TOTAL CUTTING WIDTH:____________IN_

______________________________________

	HEIGHT OF CUT RANGE
	1. LOW RANGE:  1-4 INCHES.

2. HIGH RANGE:  2.5 – 5.5 INCHES.
	1. LOW RANGE:________________________

2. HIGH RANGE:________________________
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	OPTIONAL ACCESSORIES


	1. ENCLOSED CAB WITH ROPS 

PROTECTION TO INCLUDE:

(A) TINTED SAFETY GLASS  

THROUGHOUT.

(B) REMOVEABLE, LOCKABLE 

       DOOR.

(C) TWO (2) SPEED WIPER.

(D) AIR CONDITIONING.

2. LIGHTING KIT TO INCLUDE:

(A) HEADLIGHTS

(B) STOP LIGHTS

(C) TURN SIGNALS

(D) 4-WAY FLASHERS
3. MULCHER KIT.

4. FRONT PTO HYDRAULIC CONVERSION KIT.

5. TRACTION DRIVE TIRES.

6. SEGMENTED 13 INCH CASTOR TIRES.

7. SEGMENTED 10.5 INCH CASTOR TIRES.

8. COLD START KIT.
9. COMPLETE HYDRAULIC CONTROL, TWO-WAY ANGLING BROOM, 30 DEGREE LEFT, 30 DEGREE RIGHT OR CENTERED; BRUSH DIAMETER OF 32 INCHES AND LENGTH OF 96 INCHES.
10. FOAM FILLED 13 INCH CASTOR TIRES:
11. SPARE 31 X 12.50-15, 8-PLY HIGH FLOATION TURF TREAD TIRE WITH TUBE:
12. SPARE 23 X 10.50-12, 6-PLY TUBELESS TURF TREAD TIRE:
	1.____________________________________

______________________________________

(A)__________________________________________________________________________

(B)__________________________________________________________________________

(C)____________________________________

(D)____________________________________

2. LIGHTING KIT:________________________

       (A) HEADLIGHTS:___________________

       (B) STOP LIGHTS:_________________

(C) TURN SIGNALS:________________

(D) 4-WAY FLASHERS:_______________

3. MULCHER KIT:_______________________

4. FRONT PTO HYD. CONVERSION KIT:____

______________________________________

5. TRACTION DRIVE TIRES:_______________

6. SEGMENTED 13 INCH CASTOR TIRES:___

______________________________________

7. SEGMENTED 10.5 INCH CASTOR TIRES:_

______________________________________

8. COLD START KIT:_____________________

9. BROOM:_____________________________

______________________________________________________________________________________________________________________________________________________________________________________________

10.__________________________________________________________________________

11.________________________________________________________________________________________________________________

12.__________________________________________________________________________




ITEM 4

ROTARY APRON MOWER

BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

     SECTION 1                                                                                                                              SECTION 2

           ITEM                                     SPECIFICATIONS ( MINIMUM )                                 BIDDER’S PROP0SAL

	GENERAL DESCRIPTION
	RIDING TYPE ROTARY MOWER FOR MOWING APRONS ON GOLF GREENS, RANSOME ENVIRODECK OR EQUAL.
	MAKE:_______________________________

MODEL:______________________________



	ENGINE
	1. FUEL: DIESEL

2. 38 HP AT 3000 RPM.

3. 4-CYLINDER

4. 91.44 CUBIC INCH DISPLACEMENT.

5. LIQUID COOLED

6. FUEL CAPACITY: 12 GALLONS
	1.____________________________________

2.____________________________________

3.____________________________________

4.____________________________________

5.____________________________________

6.____________________________________



	DRIVE TRAIN
	1. TRACTION DRIVE: FULL-TIME 4-

        WHEEL DRIVE; DIRECTLY COUPLED

        VARIABLE DISPLACEMENT PUMP; 4  

        WHEEL DRIVE VALVE; FRONT AND 

        REAR WHEEL MOTORS.

2.    CUTTER DRIVE: HYDRAULIC CUTTING

 UNITS DRIVEN WITH FIXED    

 DISPLACEMENT MOTORS DIRECTLY  

 COUPLED TO CUTTING BLADES.
	1.________________________________________________________________________________________________________________________________________________________________________________________

2.___________________________________________________________________________________________________________________________________________________



	FRAME
	1.    HEAVY-DUTY FORMED STEEL 

 CHASSIS WITH BOX SECTION FRAME RAILS.
	1.______________________________________________________________________________________________________________



	PERFORMANCE
	1.    SPEED CONTROL: SINGLE FOOT 

 PEDAL  OPERATING INFINITELY VARIABLE HYDROSTATIC TRANSMISSION.

2. SPEED:  (A) 7.5 MPH CUTTING

                       (B) 10 MPH TRANSPORT

                       (C)  4 MPH REVERSE  
	1.______________________________________________________________________________________________________________

_____________________________________

2.______________________________________________________________________________________________________________



	HYDRAULICS
	1.     CAPACITY – 8.3 GALLONS WITH 10 

  MICRON FILTER.

2.     DIAGNOSTIC HYDRAULIC TEST 

 PORTS.
	1._________________________________________________________________________

2._________________________________________________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

     SECTION 1                                                                                                                              SECTION 2

        ITEM                                     SPECIFICATIONS ( MINIMUM )                                 BIDDER’S PROP0SAL

	BRAKES
	1.     HYDROSTATIC DRIVE PROVIDES 

 POSITIVE BREAKING.

2.    BAND BRAKES AT FRONT WHEELS 

 AND FOOT OPERATED PARKING BRAKE.
	1._________________________________________________________________________

2.______________________________________________________________________________________________________________



	TIRES
	1.    FRONT: 26.5 X 14.00-12, 4 PLY, TURF 

 TREAD.

2.    REAR:  20 X 10.00-8, 4 PLY, TURF  

 TREAD.
	1._________________________________________________________________________

2._________________________________________________________________________



	STEERING
	1.     HYDROSTATIC POWER STEERING 

  WITH TILT STEERING WHEEL.
	1._________________________________________________________________________



	SEAT
	1.     HIGH-BACK VINYL COVERED,   

 DELUXE SUSPENSION SEAT, ADJUSTIBLE.
	1.______________________________________________________________________________________________________________



	CUTTING UNITS
	1.     TYPE: FIVE (5) ROTARY MULCHING 

 DECKS SUPPORTED BY EQUAL  RATIO LIFT ARMS.

2.    CONSTRUCTION: HEAVY-DUTY   

 WELDED STEEL.

3.    CUTTING UNIT LIFT:  SINGLE LIFT TO 

 ALL UNITS FOR CROSSCUT ABILITY.

4.    LOWER BLADE:  22”

5.    UPPER BLADE: 21.5”

6.    HEIGHT OF CUT ADJUSTEMENT: NO 

 TOOL REQUIRED; .25” INCREMENTS.

7. REAR ROLLER: 4” DIAMETER, SMOOTH TYPE.  DECKS MUST HAVE A ROLLER ON THE REAR FOR REDUCING SCALP..
	1.______________________________________________________________________________________________________________

2._________________________________________________________________________

3._________________________________________________________________________

4.____________________________________

5.____________________________________

6._________________________________________________________________________

7.________________________________________________________________________________________________________________________________________________________________________________________



	CUTTING PERFORMANCE
	1. RATE:  5.6 ACRES/HR AT 7.5 MPH.

2. HEIGHT OF CUT: .75” TO 5.25”.
	1.____________________________________

2.____________________________________



	DIMENSIONS
	1. CUTTING WIDTH:  98”

2. OVERALL WIDTH: 104”

3. TRANSPORT WIDTH:  84”

4. OVERALL HEIGHT:  56”

5. OVERALL LENGTH:  122”

6. WEIGHT:  2800 LBS.
	1.____________________________________

2.____________________________________

3.____________________________________

4.____________________________________

5.____________________________________

6.____________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

     SECTION 1                                                                                                                              SECTION 2

         ITEM                                     SPECIFICATIONS ( MINIMUM )                                 BIDDER’S PROP0SAL

	OPTIONS
	1. HEADLIGHT SET.

2. ARMREST SET.

3. FRONT SPARE TIRE.

4. REAR SPARE TIRE.
	1.____________________________________

2.____________________________________

3.____________________________________

4.____________________________________




ITEM 5

ELECTRIC POWERED SANDTRAP RAKE

BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

     SECTION 1                                                                                                                              SECTION 2

         ITEM                                     SPECIFICATIONS ( MINIMUM )                                 BIDDER’S PROP0SAL

	GENERAL DESCRIPTION
	ELECTRIC, BATTERY POWERED SANDTRAP RAKE.
	MAKE:_______________________________

MODEL:______________________________



	POWER
	1. BATTERY DRIVEN;  48-VOLT DC; 

    SERIES  WOUND 2 HP MOTOR.

2, BATTERIES: SIX (6)  8 VOLT TROJAN 

    BATTERIES.
	1.____________________________________

_____________________________________

2._________________________________________________________________________



	DRIVE CONTROL
	1. SOLID STATE DESIGN;  SINGLE FOOT

PEDAL SPEED CONTROL. 
	1._________________________________________________________________________



	RAKING SPEED CONTROL
	1.    ADJUSTABLE PRE-SET LEVEL 

 CONTROLS SAND FINISH SPEED.
	1._________________________________________________________________________



	BRAKES
	1. DUAL REAR BRAKES; CAST IRON 

        DRUMS;
	1._________________________________________________________________________



	STEERING
	1. FRONT WHEEL STEERING; 3 WHEEL 

        STANCE; 15” STEERING WHEEL; 

         SEALED STEERING COMPONENTS.
	1.______________________________________________________________________________________________________________



	SEAT
	1.      HIGH BACK, ADJUSTABLE.
	1.___________________________________



	FRAME
	1. STRUCTURAL STEEL TUBING, ALL 

         WELDED, SOLID FIBERGLASS BODY 

         WITH HINGED LIFT, AIR LIFT HOOD 

         SHOCKS.
	1.___________________________________________________________________________________________________________________________________________________



	SPEED
	1. INFINITELY VARIABLE;  0-10 MPH 

         FORWARD AND 0-5 MPH REVERSE.
	1._________________________________________________________________________



	SAFETY
	1. REGENERATIVE BRAKING WITH 

ANTI-RUNAWAY SYSTEM.
	1.___________________________________

_____________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

     SECTION 1                                                                                                                              SECTION 2

         ITEM                                     SPECIFICATIONS ( MINIMUM )                                 BIDDER’S PROP0SAL

	TIRES
	1.      THREE (3) 21 X 11.00   8XLP 

         TUBELESS.

2.      DEMOUNTABLE RIMS.


	1._________________________________________________________________________

2.____________________________________

	DIMENSIONS
	1. LENGTH:  72”

2. WIDTH:  55”

3. HEIGHT:  44”

4. GROUND CLEARANCE:  6”
	1.____________________________________

2.____________________________________

3.____________________________________

4.____________________________________



	WEIGHT
	1.       840  LBS.
	1.___________________________________



	SANDBUNKER RAKE ATTACHMENT
	1. 72” WIDTH;  27 TEETH, 3 TROWEL 

          PLATES, 5 FINISH BLADES;  

          WEIGHTED: ELECTRIC LIFT AND 

          LOWER FROM OPERATOR 

           POSITION.
	1.________________________________________________________________________________________________________________________________________________________________________________________



	ATTACHMENTS
	1. SPIKER REEL SET (3)

2. ROLLER SET (3)

3. BRUSH SET (3)

4. MOUNTING KIT
	1.____________________________________

2.____________________________________

3.____________________________________

4.____________________________________



	ADDITIONAL ITEMS TO BE INCLUDED
	1. BATTERY CHARGER

2. THREE (3) SPARE TIRE AND RIMS (MOUNTED)
	1.____________________________________

2._________________________________________________________________________




ITEM 6

TEE BOX MOWER

BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

     SECTION 1                                                                                                                              SECTION 2

         ITEM                                     SPECIFICATIONS ( MINIMUM )                                 BIDDER’S PROP0SAL

	GENERAL DESCRIPTION
	 REAR MOTOR MOUNT, FRONT   

 OPERATOR POSITION REEL TYPE TEE  

 BOX MOWER.
	MAKE:_______________________________

MODEL:______________________________



	ENGINE
	1. FUEL:  DIESEL

2. ENGINE RATING:  21.5 HP AT 2500 RPM.

3. 3-CYLINDER

4. 68.5 CUBIC INCH DISPLACEMENT

5. PRESSURIZED LUBRICATION SYSTEM.

6. REPLACEABLE AIR CLEANER WITH RESTRICTION INDICATOR.

7. FUEL/WATER SEPARATOR WITH VISIBLE BOWL.

8. FUEL CAPACITY:  7.5 GALLONS
	1.___________________________________

2._________________________________________________________________________

3.____________________________________

4.____________________________________

5._________________________________________________________________________

6._________________________________________________________________________

7._________________________________________________________________________

8.____________________________________



	CONFIGURATION
	1. REAR  MOUNTED ENGINE.

2. FRONTOPERATOR POSITION.

3. REAR MOUNTED RADIATOR.

4. TWO (2)  POST ROPS AND SEAT BELT.
	1.____________________________________

2.____________________________________

3.____________________________________

4._________________________________________________________________________



	TRACTION DRIVE
	1. SERIES/PARALLEL HYDRAULIC 

TRACTION CIRCUIT PROVIDES FOR CONTINUOUS 3-WHEEL DRIVE, IN MOW AND TRANSPORT.

2. HYDROSTATIC TRACTION 

       DRIVE PROVIDES INFINITELY   

       VARIABLE SPEED IN FORWARD 

       AND REVERSE.

3. HYDRAULIC SYSTEM CAPACITY:

6 GALLONS.
	1.________________________________________________________________________________________________________________________________________________________________________________________

2.___________________________________________________________________________________________________________________________________________________

3._________________________________________________________________________



	GROUND SPEEDS
	1. MOW: 0-6 MPH.

2. TRANSPORT: 0-9 MPH

3. REVERSE:  0-4 MPH
	1.____________________________________

2.____________________________________

3.____________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

     SECTION 1                                                                                                                              SECTION 2

         ITEM                                     SPECIFICATIONS ( MINIMUM )                                 BIDDER’S PROP0SAL

	CONTROLS
	1. FORWARD AND REVERSE 

         TRACTION CONTROL PEDALS

2. MOW/TRANSPORT LEVER.

3. HAND ACTIVATED PARK BRAKE.

4. IGNITION KEY SWITCH.

5. TILT STEERING WHEEL LOCK.

6. PTO SWITCH.

7. THROTTLE.

8. JOYSTICK CONTROL FOR CUTTING UNIT RAISE AND LOWER.

9. CUTTING UNIT TRANSPORT LOCK.

10. REEL SPEED AND BACKLAP CONTROL KNOB.
	1._________________________________________________________________________

2.____________________________________

3._________________________________________________________________________

4.____________________________________

5.____________________________________

6.____________________________________

7.____________________________________

8.______________________________________________________________________________________________________________

9._________________________________________________________________________

10.________________________________________________________________________



	GAUGES
	1. HOUR METER.

2. FUEL GAUGE.

3. CLUSTER GAUGE WITH GLOW PLUG AND CHARGE INDICATOR LIGHTS.

4. LOW ENGINE OIL PRESSURE.

5. HIGH COOLANT TEMPERATURE WARNING LIGHTS (HIGH TEMP. SAFETY SHUTOFF.)
	1.___________________________________

2.___________________________________

3.______________________________________________________________________________________________________________

4.____________________________________

5.___________________________________________________________________________________________________________________________________________________



	ELECTRICAL & INTERLOCKS
	1. TRACTION PEDAL, OPERATOR 

       PRESENCE  IN SEAT.

2. PTO ENGAGE OR DISENGAGE.

3. CUTTING UNIT MOW OR TRANSPORT SAFETY INTERLOCK SWITCHES.
	1._________________________________________________________________________

2.____________________________________

3.______________________________________________________________________________________________________________



	TIRES
	1. 20 X 10-10, 4-PLY TURF

                TRACTION.
	1._________________________________________________________________________



	STEERING
	1. POWER STEERING WITH TILT 

      STEERING WHEEL.
	1._________________________________________________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

     SECTION 1                                                                                                                              SECTION 2

         ITEM                                     SPECIFICATIONS ( MINIMUM )                                 BIDDER’S PROP0SAL

	DIMENSIONS
	1. OVERALL HEIGHT: 71” WITH 

      ROPS.

2. TRANSPORT WIDTH: 80”.

3. APPROX. WEIGHT WITH CUTTING UNITS: 1860 LBS.  


	1._________________________________________________________________________

2.____________________________________

3._________________________________________________________________________

	CUTTING UNIT CONFIGURATION
	1. OPERATOR CONTROLLED 

MOVEABLE CUTTING UNITS TRAVEL +- 12” LEFT OR RIGHT FROM CENTER; TOTAL OF 23” OF INFINITE VARIABILITY.
	1.________________________________________________________________________________________________________________________________________________________________________________________



	CUTTING UNIT OFFSET
	1. MAXIMUM 16” IN 72” WIDTH OF 

      CUT.
	1._________________________________________________________________________



	CUTTING UNITS  
	1. 27”

2. TYPE: THREE (3) HYDRAULIC DRIVEN, BALANCED CUTTING UNITS, INTERCHANGEABLE TO ALL THREE POSITIONS.  7” DIAMETER REEL, 8 BLADE REELS.

3. CLIP FREQUENCY: MANUALL CONTROLLED VARIABLE REEL SPEED FOR ADJUSTMENT OF CLIP FREQUENCY.

4. BACKLAPPING: STANDARD ON-BOARD BACKLAPPING.

5. CUTTING HEIGHT: ¼” TO 1-3/4” IN FLOATING POSITION, ½” TO 2-5/8” IN FIXED POSITION.

6. BEDKIFE TO REEL ADJUSTMENT: SINGLE POINT ADJUSTMENT OF BED KNIFE TO REEL.

7. WIDTH OF CUT: 72” OVERALL.

 
	1.___________________________________

2._____________________________________________________________________________________________________________________________________________________________________________________________________________________________

3.________________________________________________________________________________________________________________________________________________________________________________________

4._________________________________________________________________________

5.___________________________________________________________________________________________________________________________________________________

6.___________________________________________________________________________________________________________________________________________________

7____________________________________

	CERTIFICATION
	1. SHALL MEET ANSI AND 

      EUROPEAN COMMUNITY    

      SPECIFICATIONS.
	1.______________________________________________________________________________________________________________




BIDDER SHALL COMPLETE EVERY SPACE IN SECTION 2 (BIDDER’S PROPOSAL COLUMN). THE BIDDER SHALL GIVE A COMPLETE DESCRIPTION OF THE ITEM BEING BID, SUCH AS SIZES, CAPACITIES, DIMENSIONS, ETC.  FAILURE TO COMPLY WILL RESULT IN REJECTION OF YOUR BID.

     SECTION 1                                                                                                                              SECTION 2

         ITEM                                     SPECIFICATIONS ( MINIMUM )                                 BIDDER’S PROP0SAL

	WARRANTY
	1. TWO (2) YEAR LIMITED 

       WARRANTY.
	1._________________________________________________________________________



	OPTIONAL
	1. LIGHT KIT.

2. ONE (1) EXTRA SET OF TIRES AND RIMS (MOUNTED).

3. THREE (3) SETS OF BED KNIVES.
	1.___________________________________

2.______________________________________________________________________________________________________________

3._________________________________________________________________________
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